
WWW.ROSCO.COM/LION

PHOTOMETRICS

3,200K

5,600K

2,000 LX/
186 FC

3m/9.8’ 5m/16.4’ 10m/32.8’

1,550 LX/
144 FC

720 LX/
67 FC

558 LX/
52 FC

140 LX/
13 FC

180 LX/
17 FC

3m/9.8’ 5m/16.4’ 10m/32.8’

3m/9.8’ 5m/16.4’ 10m/32.8’

3m/9.8’ 5m/16.4’ 10m/32.8’

3,600 LX/
334 FC

2,900 LX/
269 FC

1,296 LX/
120 FC

1,400 LX/
97 FC

261 LX/
24 FC

324 LX/
30 FC

20,000 LX/
1,858 FC

15,550 LX/
1,440 FC

7,200 LX/
669 FC

5,580 LX/
518 FC

1,395 LX/
130 FC

1,800 LX/
167 FC

3,200K

5,600K
36,000 LX/
3,345 FC

29,000 LX/
2,694 FC

12,960 LX/
1,204 FC

10,440 LX/
970 FC

2,610 LX/
242 FC

3,240 LX/
301 FC

PUNCH™ LED ENGINE 75º FLOOD

MIX® LED ENGINE 15º SPOT

PUNCH™ LED ENGINE 15º SPOT

MIX® LED ENGINE 75º FLOOD

3,200K

5,600K

3,200K

5,600K




